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POSITION ELEMENT Profile / type Quantity Length [m] Element mass per meter [kg]Strengthening plates' mass [kg]Quantity End plates' mass [kg]Quantity Total mass [kg]

1 Columns HEB 400 4 4.5000 155.0000 / / 220.0000 1 3670
2 Shorter beams HEB 600 2 2.3850 212.0000 9.1000 4 43.0000 2 1256
3 Longer beams HEB 600 2 4.4000 212.0000 9.1000 18 43.0000 2 2365
4 Wall stabilisers UPN 100 4 1.8000 11.0000 / / / / 79
5 Vertical jack extensions HEB 200 6 0.6000 62.0000 / / 7.0000 2 307

6 Beam connectors Plate 800/300/30 2 0.8000 70.6500 / / / / 113

7 Racking transducer beam Custom welded 1 535

8 Racking transducer rod Pipe fi100/10 + plates 1 70

Bolt fi60, L300 mm 1 7
9 Anchors fi60, L300 mm 30 90

Total recapitulaton: 8493

With addional 10 % for welding: 9342
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POS 3 HEB 600 (S355) 2 pieces
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POS 2 HEB 600 (S355) 2 pieces
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POS 5 HEB 240 (S355) 2 pieces
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POS 4 U 100 (S355) 4 pieces

AutoCAD SHX Text
POS 6 PLATE, 30 mm (S355) 2 pieces
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POS 7 and 8 CUSTOM WELDED (S355) 1 piece (several subpieces)
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POS 1 HEB 400 (S355) 4 pieces
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End plates are 30 mm thick and butt welded. Shear strengthening plates are 15 mm thick and angular welded Each end plate has 8 holes of 27 mm diameter Each flange has 36 holes of 27 mm diameter
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End plates are 30 mm thick and butt welded. Shear strengthening plates are 15 mm thick and angular welded. Each end plate has 8 holes of 27 mm diameter Each flange has 68 holes of 27 mm diameter
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End plates are 30 mm thick and butt welded. Each end plate has 4 holes of 27 mm diameter.
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End plates are 60 mm thick and angular welded. Strenghtning triangular plates are 20 mm thick and butt welded. Eeach end plate has 6 holes of 32 mm diameter Each flange has 68 holes of 27 mm diameter
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Each plate has 12 holes of 27 mm diameter
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BOLT 60 mm diameter 300 mm long
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INNER ROD end plate 30 mm thick plate for bolt 30 mm thick rod outer diameter 100 mm rod tube thickness 10 mm
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OUTER BEAM made from welded plates strengthening plates 10 mm thick pairs of alternating 10 and 18 mm holes at 100 mm spacing on the bottom flange
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POS 7 and 8
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All elements have a basic coat and two layers of cover coat.
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